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I

A Climatological Study of the
AFGL Mesonetwork, Volume I

1. INTRODUCTION

From 1972 to 1976, the Air Force Geophysics Laboratory (AFGL) conducted

an experimental program to explore the benefits that could be achieved in short-1
range (0-3 hours) forecasting from the use of automated weather observations.

To accomplish this goal, a field test facility was established in the eastern part

of 'Massachusetts. It consisted of 25 surface weather stations and one instru-

mented tower. The network was under the control of a computer located at

Hanscom Air Force Base, Massachusetts, and automated techiniques were util-

ized to acquire, process, display, and archive the data for use in real-time.

short-range forecasting experiments, ani for the development of objective meso-

scale prediction and analysis techniques.

The forecasting experiments- were conducted as a competition between fore-

casters. One forecaster based his forecasts on conventional weather data only,

while the other forecaster was allowed to use both conventional and mesoscale

Received for publication 8 January 1982

1. Hering, W, S., Brown, i. A. and Muench, II. S. (1972) Mesoscale Fore-
casting Experiment, Bull. Am. Meteorol. Soc., 53, 12:1180-1l1P3.

2. Hering, W. S. and Quick, D. L. (1974) Hlanscom visibility forcasting ex-
periments, Proc. 5th Conf. on Weather Forecasting and Anal.,
pp. 224-227.
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data. The forecasters who had access to the more detailed data were fourd to be

more skillful (about 10-15 percent) than those who relied on conventional data

alone.

Further studies revealed the time and space characteristics of visibility

in fogs a"d advective weather patterns. Objective techniques were also developed

to aid the forecaster in the use of the complex and voluminous mesoscale data in

his rorecastin! efforts.

Since visibility was recognized to be one of the most significant operational

aviation weather parameters, emphasis was placed on it throughout the forecast-

ing experiments. Jr. order to carry out these experiments, however, a full com-

plement of weather sensors was established at each station. The basic instru-

mentation at each site observed visibility, wind direction, wind speed, temper-

ature, and dewpoint.

This represents the first , ep in the development and analysis of an edited

mesoclimatological data base of the four years of observations by the 26 automated

weather stations. In Volume I, the first section will describe the station network

tha, existed between 1972 and 1976, the weather instruments, and the methodology

of the data-editing routine. In the finai section, the mesoclimatolog, derived from

one year of data, for half the stations, will be presented. In Volume I, a five-

part statistical sunmary of surface weather observations collected Iy the thirteen

stations during the one-year period will be documented.

2, SI HF'I\< I"l Ol1k

In planning the layout of the new ntwork, it quickly became apparent that a

circular netwo,-k surrounding lanscom Air Force Base to the distance required

would be prohibitively expensive. Thr final plan called for the establishment of

an elliptical-shaped network beginning at Tlan:;com Air lorce Base and extending

to the northeast to Hampton, New Ilampshire. Tle density of the network stations

was greatest in the southwest, near llanscom, and least in the northeast. This

:. Chisholm D. A. and Kruse, II. (1971) The Variability of Visibility in the
Hanscom Mesonetwork: A Preliminary AssessmntA-l-l -74-0265.
1.778 4 7 9 1.

4 . "Tahnk, W. R€. (1975) Objective Prediction of Fine Scale Variations ill
Radiation Fog Intensity, AT-CRL,-T1 -75-06,AA174

5. Chisholm, D. A. (1976) Obective Prediction of Mesoscale Variations of
Sensor E'quivalent Visibilit- During Adeciv Situations, A', L-TI-L.-
0132, ADA0.30332.
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rationale, allowed forecastiig for Ilanscom Air Force Hlase in those situations with

weather s) stems propagating to the southwest (i. e., winter "nor'easter") from the

coast. On the other hand, if weather systems moved in from tne southwest, pro-

vision was made to forecast for one of the sites near Hampton, New Hampshire.

Careful consideration was also given to specific site locations in order to determine

the detailed behavior of mesoscale weather systems under a variety of topographi-

cal settings. Thus, individual stations were positioned on hilltops, in valleys, on
flat meadows, along the seaside, and in swampy lowlands.

The network of stations established during the fnur-year period is shown in

Figure 1. Two network configurations are illustrated in the figure. The first

mVr N H.

22

S23

-ZC *1

IT is 9S 15 A.*

IA24 625

MASS., 12A

I8SA

ORH .

0AFGL 2A
MESOMETEOROLOGY
NETWORK

* 19,o- 1976
*1972-1973
* 973-1976

Figure 1. Network of R~emote Surface %Veathepr Stations. An enlarged
view of llanscom Air Force Base shows the runway (solid circles) and
tower (s, lid triangle) locations
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network, denoted by dots and diamond-dots, located to the northeast of Hanscom

Air Force Base, was operated between Fall 1972 and Spring 1973. During this
period, the forecasting experiments revealed that storm systems traveling from

the northeast at relatively slow speeds could be tracked adequately with fewer

stations. During the same period, weather systems traveling from the southwest,

at a much higher speed and frequency than expected, highlighted a need to extend

the network to the southwest. A decision was made, therefore, to close four

stations to the northeast of Hanscom and relocate them to the southwest, as de-
noted in Figure 1 by square-dots. Except for the minor relocation of the Plum

Island site (PLM-3 to PLM-3A), the second configuration was maintained until

the completion of the project. Station particulars, e.g., call letters and numbers,

latitude, longitude and ground elevation, are listed in Table 1. Topographical

charts of the area surrounding each station are shown in Appendix A.

Table 1. Mesonetwork Station Identification and Location

[ STATION bDENT. T LOCATION Il;LLVATON _ _ _ [ ITF l
7 I 'te

•}:0 i olect Ion

NO. CAL LTR. NAME LAT LONG MotprC bqan Lharact,..
1 !'MP hlpton, NIl 14 55125 7049'00 4 Eept 1972 Coastal
2 ;'4S Amesbury, MA 42 51'15" 70 56'15-1 87 4 Fept 1972 Hill
3 i L.M I Plum Island, MA 42 49100" 70 49'C0" I I I " ept 1972 Coastal
4 HAV Haverhill, .A 42,47'20- 71 04'08"- 49 1 4 Copt 1972 Hi11
5 LAW Lawrence, MA 42 -'-55" 71 07'10" 50 4 ept 1972 i unway

4' .1. GeorgetOwn, n1A 42.44*10: 10_ 0 O2 3 414 Sept 1972 V. 1.-
7 1il North tpswich. MA j42 4300' 70,50'40"i 17 4 vcpt 2q72 Coasts:

Andover,14A-Bos Hill 42 o50 71 0540", 114 4 -"I t 1972 Hill
SAG Sagamore ill, MA 42 37'50 70 48'55"! f; (1 4 nc'rt 1972 4.:11

0, b( r ywk5r _MA 42 16'45 71 12'55_ I5 4 Fe'lt 1972. Va' I
Middleton, MA 42 35'55" 70 59,1 4 4 S; t 1972 HIllI

12 AVe WilmingtonMA-AVCO 42 15'351 71. 09'35 47 4 . 197, if II
13 i HAC Rcadin1, MA-P.S. 42 13'05- 71 08'00-i 23 4 t 1972 

:
Wa.-p

14 I L Billerica, MA 42 32'40" 71 131_ 1  4 S,7pt 1972 ".Iley. . . . ... 4 . . . . .. . . . .I I

16 CCG Camp Curtis Guild 42' 3i'45 7i 0440j 30 4 Sept 1972 'aZcy
17 VAH Bedford,24A-VA Hosp. 42 10*20" 71 16'10! 38 4 Sept 197' V.:ley
Is MTR Dedford.MA-MITRE 42 3010 i 71 14-10"1 38 4 5,-pt 1972 Vallrv
19 NKE BedfordMA-Nike Site 42 29'25"'! 71 18115' 49 4 Sept 1972 1 Hill
20 ... XO . . BrlintoMA -P.S. 42 2911- 71 1310-' 40 4 S,,sut 1972

2] INRY Hanscom N Runway 42. I 71 lO0s 38 4 Sept 1972 1 R w.xy
22 :R', Hanscom W Runway 42 28'15" 71 17'55" 38 4 Sept 1972 linway
23 ERY Hanscom E Runway 42 28'05" 71 16*101 38 4 Sept 19721 iunway
24 1rIP lanscom Landfill 42 27'35" 71 18'05-1 41 4 Sept 1972 Swamp
25 DPW _* Lexington, MA 42 26-30- 71" 15'[3! 53 4 p 1972 Valley
26 TWL Hanscom Tower(lower) 42-28'35" 71'17'40" 43 4 Sept 1972 Tower
29 TWh' Hanscom Towerlupper} 42<28131;* 71 1714011 43 4 Sept 19721 Tower
IA D.l Fort Devens, MA 42130-40" 71 3810-1 79 14 June 19731 Plateau
A NIL Milford, MA 42 0920* 7130155*: 84 31 A%,i 19731 Valley

Isld, A-APT 42-47'45I 70 S0110 _ 2 20 June 19741 Coastal.... ^ -.. srL ..... - - --1 Zad -- . -2 4 ' " T ;- - - -- - -- 7  
- '

12A SU SP Sudbury, MA 42 25108 I 71 28'32', 64 j9 J 'e 197111 Valley
ISA SIR Shrewsbury, MA 42 18'45" 71 42'35*1 165 1 27 June 1973 Valley

12



&. s'ATION INSTRUIMENT'ATION

An example of an automated weather station (WIIY-22) is shown in Figure 2.

The instruments at the three runway stations (21, 22, and 23) were mounted on

AND SPEEFSEWSOR

TEMPERATURE AND
OEWPOINT SENSORS

Figure 2. Picture of Station (WRY) Showing the Mesonetwork Weather Instru-
m ents (Visibility, Wind, Precipitation and Temperature -Dewpoint) and the
T ransmissometer

cro. s arms at a height of 4 mn. The remaining stations had instruments mounted
at a height of 11 io. The tower (26-28) was instrumented at two levels, 30 and 45 m.

All stations were equipped with sensors that reported wind direction, wind

speoetj, visibility, temperature, and dewpoint. In addition, ten stations were
C'qUippCed with heated precipitation gauges, while four were au'4merited with~

tranz;tnissonieters.



The temperature-dewpoint instrument (G,(&(; I 1OS-N) utilized a thermo-

electrically cooled mirror with optical sensing of the liquid or frozen condensate.

i'he temperature and dewpoint measurements were obtained with platinum-

resistance thermometers that sensed the temperature of the condensate surface

and the ambient air. Temperature range of the instrument was from -80 ° to

120 0 F with an accuracy of ±0.5°0,F .

The wind set (Climatronics WM-l) was relatively new on the market when

it was acquired for the mesonetwork. Special features of the cup and vane set,

which made it desirable for our use, were low start speed, fast response, and

a friction-free transducer for sensing wind direction.

The instrument used to determine visibility (EG&G 207 Forward-S.atter-

Meter) was developed under AFGL contract. Its special features were single-

unit construction, short-path-length, and good agreement with conventional larger

sample volume visibility instruments. The set had the ability to determine visi-

bility over a range of 70 m to 7000 m. More detailed discussion on the forward

scatter meter may be found in other studies.

The precipitation and transmissometer data were not included in the

climatological study. The rationale for operation of the transmisseoneters

was merely to provide consistency checks with the forward-scatter-meters

(FSMs) in the early stages of the project, under widely varying visibility

conditions. After a very short time, the reliability of the FSMs was such

that these checks were dispensed with. The inclusion of the transmissometer

would, therefore, only provide redundant information.

In the case of precipitation gauges, considerable noise, generated by

sp.rious counts of the instrument in response to wind gusts, noisy data lines,

and c'cling of the heating mechanism, rendered the data unzsuitable for analysis.

7. Muench, If. A., Moroz, E. Y. and Jacobs, L. P. (1974) Development and
Calibration of the Forward Scatter Visibility Me.ter, AlFCHL-TIT-74=0145,

8. Chisholm, D. A. and Jacobs, L. P. (1978) An Evaluation of Scattering-Type
Vif;ibility Instruments, AFCIIL-Ti-75-0.111, ADI002

.Hrown, It. Albert (1979) Preliminary Assessment of an Automated System
for )etecting Present Weather, AIGL-TII-79-0137 1 AA078031.
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4. I).TA IIEI)UCIII)N ANI) I)ITIN(;

The mesonet magnetic tapes are the basic building blocks of the mesoclima-

tology data base. Each tape contains approximately three days of data. During

the operating period o" the mesonetwork, from 1972 to 1976, 420 tapes were gen-

erated. It took 10 seconds for the Honeywell 324 computer (used to operate the

mesonetwork) to query all sensors at all the stations. Thus, every sensor was

sampled -ix times per minute. It was decided to edit each tape and generate

one-minute averages of all the variables with the corrected data. This informa-

tion could be stored on a master magnetic tape and achieve a reduction factor of

about 10, which would greatly facilitate the use of the data in time and spane vari-

ability studies. At the same time, a mesoclimatology of the network could be
generated.

The initial processing of the tapes, which provides a statistical summary of

all the meteorological variables, included some automatic editing features. For

example, time consistency is checked continuously. Any sensor value that has an

erroneous time associated with it is automatically suppressed. Dewpoint values

that exceed the corresponding temperature observations by 0. 50 are suppressed,

while the dewpoint average for a given minute is eliminated if its standard devia-

tion for that minute exceeds 100 F. This type of error coincides mainly with the

twice-daily automatic recycling calibrations of the dewpoint sensor to clean Lhe

mirror. An edit is also made on wind-direction values and eliminates any that

do not fall in the range of 0 to 3600. Figure 3 is one of the typical output pages

1

TIp 'a N 61 2I I WI II T2 IIt .1 "1 T 0 SYI N1 "1 Il II N Is Il T F. Sol
zz-it- I " !A6 IA 1 it s 8 Ia S 7L f ItI 17I 21 II I 152 1242 301 ZiN IN 113 24 2 N
7 2 36 I SA G5 352 00 362 IN tIN 61 1?$6 9 ?34 2 6 6 3115 If N? 19 26 2N 31 0y pC
MA21L 126 N rim is I III I1 1 316 1M2 ire II• i% 1i3 I r a

3-+ tII 'I "SIG .I Is M • NC ItS V.6. .i. 361 2 3 3r1 Go I 1 N
I. 36 l • 33.3 CI 313 11 333 N 12 823 I 11 1AG 1I i I A11 P6 Gi 329 44 1 M p
ill- 3CC I SI 2t1 N I T l 2 I IC SN 222 NI 3I6 13? III 1 61 NI 249 ?I
lot1 694 a U : 351 Go 23 1 I SI z a - 3 Na 1: ft 31: 1.3? itsSo 22*0U 1 3Z1 U 6 1 I'at- sea • sasll INS NI1 N 3 II 159•- I I N I l II 512 INN 296 III INI NI I I I
*II- So# 1 +S 36 to 28 1 7 oflie 1 74l G# its it? 14 M4 I+ I lSII? sot far Asl 9I 1i 6

.- 4tC. I SA --- ,L - --,13r 's,JU •-- 3.---. 31 •. NI -1-. 1 - -
Ir Sl 155 NO iv 21 39 C I II 3 t I* no Go Isi 196 1 i p 2 9 N 3o U I a

z:1-N: sm Am1 LU 493 11.5 UjS AM Ns h 3 M I &A 33 1C? 113 24, IS 3 1? 3IN NII1
i-ill S A SAG ]64 I I IF I a" I I II 1 II63 I 32 Is6 tog 396 i3 is 319 Ni
MI : I la I 1 3 61 lU lNS Io a1 1I a s 2 2 £ S t e s o T o 3--.3 3 4 .. S rI7 IAT2A- I I t s 3 4 I I I C I

35III I8 8 I II i 3I 3 0 l N 6 is 1 NI I M so 314 . 2 of 11 I l oI I

Il-t-I lI 5 I 54 i $U 1 ? II.I :I P1 I I N I II NI 37 t "1 r I I I
Ia-NA 0 1 39 s I 311 " N .- I 1 5 1 it ", I, an3311 -:.1 .a 23 SlUNC 6I I SAG-lS I IAs 1 NI41 S ISR s .I II i6 15 67 ., t lo 7 II 346 U I I

I lI.1 4 1 5 S4 3se NI Go 9 to Ill N I a of to 133 No 13 1 IN I3 Mr 1o IIt U I 1
161I-I7II 5 IG II 366 6 C I I III NI CC IC 369 .16I III 21 IN ? .II I tI N U~ I I I

'lCI- 16II I Sl 3 "1 3I I0 l 1 CC6 II0 1 5 II3 I NI . I 1 IN Is NI 1 21? $I 1 I
1itIll, 6 311 I52 I O 62 S 5 I I I1a II .64 NI _. A I iS 261. _ . 12 2761U

I-IIC I AIG 1 4 32S5 1 t t 6I IN # I 321 $ 1 M 1 of 31 Go to 6 6 I 61
2Mi-276il % 1 M AN 1 As1 I l? II 1 1 6 iN I I .51 12316 NI I I I
P221-2i31 C SI 372 0I INC Ii 326 of Il I V11 NI It 26 3? 695 62 IN III U 6 I I

... ... ... .6 see -- I
21. 6675 22 216 ll66 23 SCI *91 i 11 61 77 t l4 too "a5 ts I

Figure 3. An Example of the Editing-Program Output Illustrating the Hourly Av-
erages of Temperature, Dewpoint, Wind Direction, Wind Speed and Extinction Co-
efficient for Station 9 - SAG on January 20 and January 21, 1973
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generated by the program for each tape processed. It summarizes, generally, in

hourly increments, the meteorological observations for each station. On the up-

per left, the first line gives month, day, and year (e.g., 120 1973 denotes

January 20, 1973). TIME indicates the hour or portion of the hour (GMT) for the

foil owing calculations:

ID - Station number and station call letter (see Table 1).
N - Number of 6-second data points in the temperature, dewpoint, wind

direction, wind speed, and visibility averages.

NI - Number of one-minute averages that made up the subsample average.

TT - Average temperature valhe (in 0. 1°F) for the time interval noted.

ST - Standard deviation of temperature. (0. 10 F)

TD - Average dewpoint value (in 0. lCF) of the time noted.

STD - Standard deviation of dewpoint (0. 1 F).

DD - Vector mean wind direction (degrees) for the time interval noted.

FF - Vector mean wind speed (0. 1 knots) for the time interval noted.

SCM - Scalar mean wind speed (0. 1 knots) for the time interval noted.

DX - One-minute average wind direction at time of maximum one-minute

average speed.

FX - Maximum one-minute average wind speed during time interval sampled.

SV - Vector Standard Deviation of wind (0. 1 knot).

EXCO - Average extinction coefficient (in 10- 4 m- 1 ) for the time .nterval noted.

EMN - The maximum one-minute average extinction coefficient (X0 4m - 1I

observed during the time interval.

SDE - The standard deviation of the extinction coefficient.

With this output, it is possible to edit each station's complement of instruments

rapidly, on an hour-to-hour and daily basis. In this particular figure, the tem-
perature and dewpoint appears to be operating satisfactorily throughout the day.

Columns headed by N and NI indicate that sixty minutes of data are being collected

in each hour, and that almost all one-minute averages are based on six samples.

The wind direction and speed (DD and FF) also appear to be operating satis-

factorily, and sixty minutes of data are represented in the hourly average, but

there are fewer than the maximum data points (N) being collected each hour.

This is undoubtedly due to a noisy channel causing some data to have been re-

jected by the mesonetwork computer. The columns headed DX and FN show that

the period began with high winds (20-26 knots) from the northwest that decreased

during the day to about 4-6 knots from the west to southwest. The visibility meter
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shows unrestricted visibility during this period, and a drop of hourly data points

(N) between 1700 and 2100 GMT, again probably due to noisy data lines.

Figure 4 shows the second form of output from the initial editing program.

It follows the individual station outputs and gives a summary, by day, of all the

7.1 741
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Figure 4. An Example of the Editing-Program Output Illustrating the Daily

Averages of the Meteorological Variables (see Figure 3) for all Stations in
the Mesonetwork on J nuary 21 1973

stations, Column headings are the same t that Ni denotes the number of

hours that data were available during the period. This particular output is for
January 21, 1973. The station numbers and call letters are listed in sequence

and it becomes an easy task to scan each column (TT, TD. DD, FF, and EXCO)
and compare daily averages. Inoperative or malfunctioning sensors are thus

quickly determined. In the temperature column, TT, stations 21 (NRY), 23 (ERY),

26 (TWL), and 28 (TWII) report values that indicate the temperature sensors were
not operating properly and, there gre, should be suppressed. The dewpoint column,

TD. shows malfunctions or inoperative sensors at stations 19, 21, 23 i 25. 26, and

28. The wind direction and speed columns, DD and FF, show suspicious average

wind data at stations 2, 18, 26, and 28. Reference to the individual outputs for

each stdaion resulted in these data being deleted. Finally, a check of the visibility

data, EXCO, revealed that all stations were reporting unlimited visibility and

valid measurements during this day.

The next five figures are examples of mrequency distributions of one-minute

averages that are generated for each tape. These frequency distributions are con-

structed for wind direction -- Figure 5; windspeed. Figure 6; temperatvrer

Figure 7; dewpointe ig ure 8: anti visibility, Figure 0.
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Figure 7. l'diting Output Illustrating the lrequency Distribution of One-Minute
Average Temperatures (OF) for all the Mesonetwork Stations for the Period Noted
in ligure 5
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Figure 8. Editing Output Illustrating the Frequency Distribution of One-Minute
Average Dewpoints (OF) for all the Mesonetwork Stations for the Period as in
Figure 5
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Figure 9. E+,diting Output Illustrating 4he Frequency Distribution of One -Minute
Average 1-,inction Coefficients (N0-4m-1) for all the Mlesonetwork Stations for
the Same Period as in Figure 5
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In the case of wind direction, Figure 5, one-minute average values are cate-

gorized in 10 intervals. The bottom line, 37, contains the frequency count of

calm conditions. Scanning this table provides additional insight into an examin-

ation of the consistency and validity of the wind-direction sensors. For example,

Station 2-A shows an unusually high, and unrealistic, count of wind-direction

occurrences between 10 and 200, 110 and 1200 , and 310 and 3300. This lends

support to the discrepancy noted in Figure 4 for the same station, and gives fur-

ther justification to the determination that the wind-direction sensor was mal-

functioning. The same rationale is used to suppress the data for station 18-MTR,

which shows an unrealistic number of occurrences in the 1 to 100 wind-direction

range, Station 28-TWH, which has too high a count in the 230 to 2400 range, and,

finally, Station 26-TWL, which shows most winds were calm.

Figure 6 shows the frequency distribution of one-minute average wind speeds

for each station. The rows are identified with the appropriate wind-speed cate-

gories (knots) while the columns are titled with each station number and call letter.
A scan of the frequency distributions shows a physically consistent shift to higher

speeds at the hilltop, tower, and coastal locations (2-AMS, 3-PLM, 11-MID, 19-

NKE, and 28-TWIt). The very large number of calms at station 25-TWL also

verifies the malfunctioning of that sensor.

The frequency distribitiou of one-minute temperature values is shown in

Figure 7. The caption in the upper left denotes the time interval included in this

tape, January 20, 2240 GMT to January 24, 1333 GMT. The columns are labeled

with station number and call letters, while the rows give the temperature cate-

gories (OF). It is apparent that several of the stations (1, 2, 5, and 25) have re-

ported several observations that are out of normal range, and do not appear valid.

A later figure, Figure 10, will show how these individual readings are catalogued

and identified for editing. The temperature set at Station 8-BSH appears to have

a major problem and is a candidate for complete deletion.

Figure 8 shows the frequency distribution of one-minute average dewpoint

values. Columns and rows are the same as in Figure 7. The dewpoint sensors

appear to generate noisier data than the temperature sensors. Stations that are

candidates for elimination because of malfunctioning sensors are 2, 8, 12, 17, and

19. The remainder of the stations can be retained after editing out the individual

minutes that lie outside the expected ranges.

The one-minute average values of extinction coefficient, Figure 9, are the

most difficult to edit. The range of the visibility values from 0 x 10"4 m 1 to

500 x 10 4 m 1, when combined with the sometimes local nature of visibility re-

strictions, allows for wide variations between stations. At the same time, some

visibility restrictions have very short lifetimes. We have found that examination

of the time variation of visibility at a single location (see Figure 3) provides the
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best means for determining the validity of a forward-scatter-meter's measurements.

It should be noted that this frequency distribution, Figure 9, represents .ata that

was collected between January 20, 2240 GMT, and January 24, 1333 GMT. lie-

examination of the daily records for each station showed that on January 23 nit,:.

extinction coefficients were recorded for a short period of time at most of the

stations.

Figure 10 is a representative section of the last output of the editing program.

This section of the program lists, chronologically and by station, those one-minute
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Figure 10. Editing Output Illustrating the Chrono-
logical Listing of Mesonetwork Stations Whose One-
Minute Averages of Temperature (TT), Dewpoint (TD),
or Wind Speed (WS), lie Outside the Expected Range
of Values

values of temperature, dewpoint, and wind speed that occur ten times or less in

any of the frequency categories of the three variables. The purpose is to isolate

and identify those observations that lie outside the normal range of observations

(e. g., see Figure 7, the few outlying temperatures at stations 1, 2, 5, 8, and 25).

Two of the variables, wind direction and extinction coefficient, do not lend them-

selves as readily to this technique. Their values may fluctuate over the full range

of measurement during relatively short periods of time. Their erroneous observ-

tions, therefore, are not as easily indicated. Referring to Figure 10, the first

line of the output shows that a wind speed (WS) of 21.2 knots occurred on January 20,

1973, 2240 GMT, at Station 15-CIS. Examination of the wind-speed frequency

output, Figure 6, shows this to be a reasonable, though not frequently occurring,

wind speed; therefore, it is not edited out. A quick examination of the wind-speed

column (WS) shows that all the wind speeds reported are reasonable and acceptable.
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Examination of the temperature column (TT) shows that Station 5-LAW reported

a temperature of -1. 10F on January 20, 2348 GMT. Examination of the frequency

distribution for this station in Figure 7 shows this value should be edited. Of the

remaining three temperature values, two were obs,,rved by BSI1, and that station

temperature sensor data has already been completely eliminated (see discussion

of Figure 7). The final temperature, which is out of range in this example, is the

report by station 5-LAW of 11.8°F on January 21, 1972. 0026 GMT. Examination

of the LAW frequency distribution in Figure 7 shows this may be an acceptable

reading. Further examination of the individual hourly records of this station, how-

ever, revealed this value to be well outside the normal range of temperatures re-

ported during that hour; therefore, it was deleted.

Finally, the dewpoint column shows that Station 3-PLM observed three widely

varying values of 0.3-3.7, and 3.90F within a three-minute period. Such a vari-

ation is not reasonable and therefore it was edited out. The last dewpoint value of

-6.5 0 F observed by Station 18-MTR on January 21, 0016 GMT, also provide,

upon examination of Figure 8, to be well outside the expected range of values

and, therefore, it was edited out.

5. CLIMATOLOGY OF TIlE MESONF.TWORK

The term climatology, as used here, denotes the study of meteorological vari-

ables with respect to their dependence on geographical location within a mesoscale-

sized area. The variables specifically analyzed in this study arc atmospheric

extinction caefficient, wind speed, and wind direction. The geographical location

is, of course, the lanscom Air Force Base area and its surroundings.

5 .1 IWtN Blase

The unedited data base collected by the AFGL Mcsonetwork during the four

years of operation consisted of 420 magnetic tapes. In this initial effort, III of

the tapes representing the one-year period from September 1972 through August

1973, have been edited. Data (temperature, dewpoint, visibility, wind direction,

and speed) for all stations, wer; edited and stored on 16 master magnetic tapes in

the form of one-minute averages. Editing of the remaining magnetic tapes will

continue.

Major emphasis was placed on obtaining a data base to develop and test meso-

scale probablity forecast models and to serve in specification studies.

Thirteen of the stations were selected, based on geographical and topographi-

cal considerations, to illustrate the visibility and wind variations that occurred or.

the mtscscale during !he first year of data collection. The climatologicil tables
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(Volume II, Sections 2 through 6) have been constructed using the Air Weather

Service ETAC lle'Ased Uniform Weather Summary1 0 (RUSSWO) format as a model.

5.2 II, ,rs of Ofi.ralion

'Table 2 shows the number of hours of operation, by month, during the first

year of network operations for the wind and visibility sensors at each of the selected

Table 2. Hours of Operation of the \Vijid Sets and Forward-Scatter-Meters at Se-

lected Stations in th~e AFGh MesoneLwork from September 1972 Through August 1973

1972 1973

STATION/SENSOR SEP OC"T NOV DEC JAN FEB MAR APR MAY JUN JUL AUG

3 WIND = 16 449 73T 113 416' 471 '61 706 674 603 4
PLM VSBY 446 466 295 536 426 497 516 633 707 674 605 445
7.. 1 W'7NU-- 77 461 226 560667 I68 5W 605 440

NIP VSBY 451 461 533 601 476 548 486 667 668 669 605 449I -11-- -4= -- 8- 401- " 5sso90 47 66 71 8 453
HSi] VSBY 447 394 479 6S3 328 371 489 658 711 685 632 453J IN - 42 23 96 75 527 457 7 70 W65_ -- I= 5
SAG VSBY 0 446 536 664 475 546 520 658 708 685 633 453
10 - WIN L 0 81 536 629 141:0 538B 520 5 06V 70"4- _F1 632 453
TWK VSBV, 449 90 SID 664 480 537_ 520 506 1704 681 597 453

1_T3 WIN _D 452 465_ -2149 561 349 453 52j# 667 712 -612 664 449-
HAC VSBY 318 465 536 664 349 466 520 667 712 682 664 449
is WIND- '452" 4165 ' 509 627 4T2 525' _7206 '67r "'712 6U84 '_6N5 449

CHIS VSBY 447 465 535 664 452 528 520 667 712 684 560 44920 WIND- 3,5 6 5 407-4 440r 52"F -66/712 68Y= 664-- 448

RO VSB , 446 _187 53b 664 408 501 520 667 712 682 666 44821 WIND i95 9 56 40 5418 -TIT -2W- -3T 692 67Y2 4_53T

NRY VSBY 127 81 1536 667 480 548 520 667 712 692 666 4522 5- - 0- - 458 43: 629 475 532 520 667 148 0 0

WRY VSBY 1449 466 53 666 475 532 520 667 702 0 160 0
- WINi "-- 53 -6107 400 544 520 667 1 640 '625 6 44I
ERY VSBY 1 350 65 534 667 480 544 520 667 638 626 652 45126 WINDI~ o 0 0 '0 0 2 486 54 fig9 "7- US, 43-

TWL VS., 0 0 0 0 480 579 669 667 605 449
2 WIND 0 J TIT 467 520 667 7 T77 0 5
TW VS.BY _393 461 533 _ 575 432 548 520 667 707 677 605 451

stations. In the editing process, an hour of data was accepted if more than 30

minutes of observations were available during that hour. During the first few

months of operation, some of the stations were not completely equipped with sen-

sors. For example, the lower level of the tower (TWL) was not completely equip-

ped until March 1973, and the upper level of the tower (TWH) was delayed until

January 1973. Data retrieval problems reduced the number of observations from

the WRY site during the latter part of 1973. As was expected, the winter months

10. Revised Uniform Summary of Surface Weather Observations (RUSSWO)
Part C and D, Station - Bedford, Mass,.chusetts - Air Force Environ-
mental Technical Application Center, Scott AFI3, Illinois.
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show a lower number of operations hours because of weather-related problems,

and the difficulties in maintenance following instrument malfunction. The wi,.d

sets, in particular, experienced some freezing problems during the first winter

of operation. This was essentially eliminated in the following years with the in-

stallation of heating cables around the base of each sensor during the summer of

1973.

5.3 Viqihilily Viriation

As mentioned in an earlier section, visibility measurements in the Hanscom
Mesonetwork were obtained using a forward-scatter-meter. This meter measures

light scattered in a forward direction that is directly related to the atmospheric

extinction coefficient (EXCO). The EXCO will be used in this and subsequent

section,- (Volume II, Sections 2 and 3) in lieu of visibility. EXCO values can

easily be converted to day or night visibilities using Koschmieder's or Allard's

Laws.

5. 3. 1 ANNUAL

Figure 11 is a cumulative frequency graph of EXCO of selected stations for

the one-year period of the study (See Appendix BI for monthly data for all thirteen

stations). For reference, EXCO readings of 20 x 10- m, 40 x 10- 4 m -  and

80 x 10-4 1 - represent daytime visibilities of about 1450, 725, and 360 meters,

respectively.

The mesonetwork stations depicted on the graph are hill sites (BSII and SAG),

coastal sites (PLM and NI1), a swamp site (tIAC), a valley site ('FWK), a 45 m

elevation tower site (TWIt), and a runway sitc (NRY). The final curve on the graph
(BED) represents the values of EXCO frequency for lanscomn Air Force Base that

were extracted from the visibility tables of the Ianscom RtUSSW'(
1 1 and converted

using Koschmeider's equation. The graph clearly ranks the sites on the basis of

location. The hill sites have the highest frequencies of occurrence, followed by

the coastal sites. The tower site (TWIT) ranks next and reinforces the significance

of height above ground on frequencies of restrictive visibility. The remaining

swamp, valley, and runway sites rank in that order but are of similar magnitude.

None of these three sites could be categorized by a single descriptive term. In-

stead, each showed some of the characteristics of the others. Finally, it is in-

teresting to note the similarity of the frequencies observed by NRY and by BED.

On the one hand, the NRY curve relresents one-minute average IVXCO values over

11. Middleton, W. I. N. (1952) Vision through the Atmosphere, University of
T"l'ronto Press, Chapter 10, pp. 21.5-225.
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Figure 11. Cumulative Frequency Distribution of Extinction Coefficicnt at Eight
Representative Stations in the AFGL Mesonetwork During the Period September
1972 through August 1973.

the relatively short period of one year. On the other hand, the BED curve was

based on one-hourly observations collected over a twenty-five-year period. It

gives some assurance that the one-year data set was not significantly different

from the long-term climatology, at least as represented by visibility.

5.3.2 DIURNAL

Figures 12 a-d show dhe diurnal percent frequency distribution of EXCO at

four sites representative of the geographical/topographic variation within the

mesonetwork. The curves illustrate the frequency of occurrence of ENCO ob-

servations that equaled or exceeded 20 x 10" 4 m " (extracted from Volume II.

Section 3). Four months (September, December, March, and June) were selected
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to illustrate the seasonal variation. The percentages were computed with respect

to a specific time category; example, 16 percent occurrence within the time period

0300 GMT to 0600 GMT, relative to the total observations occurring in that time

interval only.

During the month of September 1972, Figure 12a, all stations show a pro-

nounced diurnal variation of EXCO with a nocturnal maximum. The swamp and

valley sites, HAC and TWK, show higher frequencies at night, which is attributable

to the increased number of radiation fog occurrences during the fall. BSH, a hill

site, has a higher overall frequency of lower visibility that reflects the effects of

low clouds intercepting hilltops, especially closer to the coast, while PLM, a low

coastal site, shows the moderating influence of the ocean on radiative log

occurrence.

The winter month, Figure 12b, gives a chaotic appearance with no pronounced

diurnal effects. The high frequency of occurrence throughout the day at BSII, the

hill site, is probably due to the effect of traveling winter storms that produce low

clouds and visibilities, irrespective of the time of day. The remaining stations

have lower frequencies of high EXCOs and show no consistent diurnal pattern.

The spring month, Figure 12c, shows a gradual return to a diurnal variation

of EXCO at the swamp and valley sites, HAC and TWK. The hill and coastal sites,

BISH and PLM, on ti-c other hand, continue to exhibit high frequencies of EXCO

throughout the day.

During June 1973, Figure 12d, a pronounced diurnal variation was re-

established at all sites. BSI and PLM, the hill and coastal sitec, show very

high frequencies of occurrence during the night. The inland and low sites also

show pronounced nocturnal maxima, but of lower magnitude. These frequencies

reflect the large number of coastal advective fogs that predominate along the

New England coast during this period of the year, several of which can penetrate

well inland.

5.A %iii-Speed Varialion

The wind sets at all stations, except for those located on Ilanscom Air Force

Base (ERY, WRY, and NRY), were mounted on telephone-type pules at a height

of 8 m above ground level. The lanscom instruments, because of runway safety

restrictions, were limited to a height of 4 m. Wind speed is specified in knots

in this section and in Volume II, Sections 4, 5, and G.

5.4.1 ANNUAL

Figure 13 is a cumulative frequency distribution of wind speed at selected

stations in the mesonetwork, for the twelve-month data period. Stations were
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Figure 13. Cumulative Frequency Distribution of Wind Speed at Six
Representative Station in the AFG1, Mesonetwork During the Period
September 1972 through August 1973

selected to represent characteristics of hill tops (1-51), coasts (PLM), swamps

(M\C), valleys (C"IS), runways (WIY) and towers (TW\I). In addition, the

IHUSSWA) 11 data were used to extract the cumulative frequency curve for |lanscom

Xir Force Hase (lBE)).

['he station with the greatest frequency of wind speeds equal to or greater

than 1 1 knots is I' -i, coastal site. Next in rank are two stations where height

play the major cole, rWi (45 m level on tower) and 11S1 (hilltop site). The

remaining stations, in descending order, are the ERY (a runway site, similar to

a vallev), ITAC (a. swamp site with relatively open exposure), and CIIS (a valley

site with significant surrounding topographical features).

The i;E1D curve is of considerahle interest because, at the higher speeds, it

more nearly resembles the tower curve at Bedford rT\Vll) than the surface runway

site (wiY). There could be several explanations to account for this; example, the

operational and mesonetwork wind sets were different and, in fact, the high start

spee,' of the operational wind sets accounts for the sharp drop in wind-cpeed
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frequency below four knots. In addition, we are comparing a long-term climatology

(BED) with a one-year sample (TWIT and EI{Y). At the same time, we are com-

paring statictics generated by the one-minute, minute-to-minute wind-speed av-

erages of the mesonetwork (ERY, TWH) with one-minute wind speed recorded on

an hourly-observation cycle at BED. Examination of the RUSSWO also indicates

that the wind observations for a nine-year periou-of time ,L BED wei.4- takci from

a set mounted on the top of a hangar (70 ft) or the weather station building (37 ft).

Prior to that, the location of the wind set was not specified for a ten-year period.

Thus, the BED frequency curve more nearly exhibits the characteristics of a sen-

sor mounted at a substantial height above the ground.

5. 4. 2 DIURNAL VARIATION

l-,izJre8 14.1-0 were cunLtructed to examine the diurmtl! var, .(M (;f" wind

speed during each season at mesonetwork stations selected to represent coastal,

hilltop, valley, and swampy locations. Frequencies for all wind speel equal to or

greater than 11 knots were extracted from Volume I, Section 5.

A pronounced diurnal variation of speed occurred at all stations in each season.

PLM, the coastal site, had the highest frequencies of winds over 11 knots for all

four seasons. The greatest frequency of high winds occurred during March at the

hill (BSH), swamp (tlAC), and valley (CIIS) sites. The greatest frequency of high

winds at the coastal site (PLM), however, occurred during December. This fig-

ure reaffirms the results seen in Figure 13, that the coastal, hill, swamp, and

valley sites rank in that order of high wind-speed frequency.
5.4. 3 TOPOGIAPHIC .FFECTS ON IIANSCOM AIR FORC. BASE

WIND SPEED

Measurements of surface wind speed and direction were made at three loca-

tions at lanscom Air Force Base, Figure 1. The topography of each site, seen

in Appendix A, denotes significant topographical features that surround the field.

The WHY site is located just to the east of Pine Hill, which rises 33 m above the

runway level. Although not shown on the topographic.J chart, the NaY site was

located to the southwest of a densely wooded area. Consequently, winds from the

northeast could be affected. In addition, hills are located to the northwest and

southeast of the station. The ERY site, on the other hand, was situated yist north

of a major obstruction, Kahtahdin lill. To the east and northeast of the ERIY site

are dense forests, with another hill further to the east northeast.

To validate the effects of the topographic features on the runway winds, the

bivariate percentage frequency distributions, listed in Volume 1I, Scction 6, were

examined for the three sites. Figure 15 depicts the distribution for April 1973, a

month that shows the topographic effect most clearly because of the high frequency
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Figure 15. Distribution of Average Wind Speed as a Function of 10-
Degree Direction Intervals During the Month of April 1973 for Three

Stations Located Along the Principal Runway at lanscom Air Force Base,
M-.ssachusetts

of strong east and west winds during the month. For west-wind occurrences, the

NRY and ERY have a long unobstructed fetch across the airfield, and appreciably

stronger winds were observed than at the WRY, located in the shadow of Pine Hill.

Conversely, for easterly winds, the WRY and NRY reported stronger winds than

the ERY, because they experience unobstructed flow during east winds. Consis-

tent with other topographic features, the ERY reports lower southerly wind speeds

than the other two stations, and the NRY reports lower wind speeds from the north

than the ERY and WRY.

6. SUMMARY

The results of the climatological survey can be summarized as follows:

(i) An editing program for the AFGL Mesonetwork has been written, tested,

and utilized in editing 12 months (111 tapes) of data between September 1972 and

August 1973. The edited data (temperature, dewpoint, wind direction and speed,

and visibility) for the twenty-six station network have beqn compacted and stored

on sixteen magnetic tapes in the form of one-minute averages.
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(ii) Edited hard-copy output for each of the 111 tapes has been generated

in the form of one-hour averages of the variables (Figure 3); daily averages

(Figure 4); and frequency distributions of wind direction (Figure 5), wind speed

'Fgure 6), temperature (Figure 7), dewpoint (Figure 8), and visibility (Figure 9).

(iii) Topographic charts wcre constructed for each of the mesonetwork sta-

tions to show the location of features that could have a significant local effect on

the data.

(iv) A twelve-month climatological survey was conducted with thirteen of

the stations of the mesonetwork. Selection was based on topographic features or

geographic location in the network. The representation included two tower sites

(TWL and TWH); three runway sites (NRY, ERY, WRY); two swamp sites (HAC

and RKO); two valley sites (CHS and TWK); two hill sites (BSH and SAG); and,

finally, two coastal sites (NIP and PLM). The survey was limited to extinction

coefficient (visibility) and wind direction and wind speed.

(v) Cumulative frequency curves for the twelve-month study ranked the

stations according to frequency of visibility restrictions. The highest frequencies

were observed by the hill sites, and decreased in frequency to the coastal sites,

the runway sites, and to the lowest frequencies at the valley sites. Comparison

of the Hanscom Air Force Base mesonet data (NRY) with the Hanscom Air Force

Base RUSSWO data (BED) indicated the twelve-month period was close to the long-

term climatology for visibilities.

(vi) Diurnal variation of extinction coefficient throughout four months repre-

sentative of the four seasons were graphed. They showed strong diurnal vari-

ation with nocturnal maxima in fall and summer, and no pronounced dirunal effect

in winter and spring. The effects of coastal fog in June on the network was quit.e

apparent.

(vii) Frequency curves of wind speed for selected stations for the twelve-

month period clearly specified the coastal and hill sites as having the highest

frequencies of high winds. Due mainly to sheltering effects of surrounding topog-

raphy, the valley site showed the lowest frequencies.

(viii) Diurnal variations of wind speeds were graphed for four months repre-

sentative of the seasons. Strong diurnal variation was apparent for all seasons.

(ix) A comparison of three stations located along the runway at Hanscom

Air Force Base, during the month of April 1973, revealed the effects of surround-

ing topography on the surface wind speeds. Significant shadowing of wind speeds

occurred on the lee sides of hills and forests.

This initial mesoclimatology analysis considered three variables at thirteen

stations for a period of one year (September 1972 through August 1973). Exten-

sion to the remaining stations, variables, and years two, three, and four of the
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full sample is continuing. In the meantime, the edited one-year data base is

being used in the development of short-range forecasting techniques, and in time

and space variability and specification studies.
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Appendix A

Topographic Charts

Topographical charts for each mesonetwork station have Leen prepared to-

gether with descriptive comments on each station. Each chart covers an area of

1.8 km x 1.8 km and contours are drawn for every 20 ft. While the analysis de-

scribed in this report was limited to 13 of the stations, edited and processed data

for all 31 locations listed in this Appendix are available on magnetic tape for fur-

ther study.
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I. IIMP-2 'i

The site at Hampton, New Hampshire was the lowest in elevation of any site

in the network. The sensors were located within 5 in ol the edge of the tidal flats

that separated the mainland from the barrier island further to the east. Exposure

to the east and :outh was excellent. Some trees were located to the north and

West.

I %. IWV -79 in

This site was situated at Ft. Devens, Massachusetts on a small plateau that

was open, quite flat, and relatively free of trees. To the east, a rather abrupt

drop in height occurs to a valley that contains the Nashua River.

2. lIS. - 87 in

The site at Haverhill, Massachusetts was just below the crest of P3wwow Hill

(101 m) and located on its southeast face. This side of the hill had been cleared

of trees, and the exposure to the north, east, and south was excellent. Nearby

water bodies are Lake Gardner to the west, and the Merrimack River, 2.5 km

to the south.

2\A. MI, -84 n

This site was located just north of the Town of Milford, Massachusetts on a

relatively flat stretch of land between a range of hills to the east, and Cedar Swamp

Pond to the west. The surrounding area was being utilized as a sanitary land fill,

and was free of obstructions in all directions. Drainage was from north to south

90-. The remaining three quaoa -nL6 consisted of open clear fields out to 1 kin, and

are slightly lower in elevation (40 m) than the tower bite. Pine 1fll (70 m in height)

is located ab jut 1. 3 km to the southwest.

3. Pl1 - 3 m

The site at Plum Island was situated at the northern extremity of the island in

an area of sam,. lunes. Exposur- in all directions was excellent. Very little vege-

tation existed in tie area, and topographic features were minor. The northern and

western boundaries arc the Merrimack River, while the eastern boundary is the

Atlantic Ocean.

3A. PI - 2 in

The original site at Plum Island (3) was relocated when the Coast Guard moved

to new quarters. The new mesonetwork locatior. at the Plum Island Airport was

3 km southwest of the first site. Exposure was excllent in all directions.
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t. Ii\V -9 I.

The laverhill station was located in a region of complex topographic features.

Three lakes, Pentucket to the northwest, Saltonstall to the south, and Kenoz,. to

the east, surround the site. Contrasting with the lakes are hills to the nor'n,

southeast, and south-southwest. Drainage flow in the vicinity of the sie was to-

ward the northeast.

5. LAW -50 i

The Lawrence site was located at Lawrence Municipal Airport. A small stand

of trees was located southwest of the site on a small hill. Exposure of the instru-

ments was very good. The principal topographic features in the victnity are Os-

good [lili (105 in), located 1.2 km to the southeast, and Lake Cochichewick, loca-

ted just off the end of the southeast runway.

6. (;O - 23 in

The Georgetown site was located on private land just west (60 m) of Interstate

Highway 95. The site was on a minor ridge line that extended southwest-northeast.

Surface drainage was toward the northeast. The closest trees were about 300 m

distant.

N'. 17 In

The North Ipswich, Massachusetts site was located on land leased by AFIGI

and used as a radio astronomy site. The site was on a slight rise of land that

was; surrounded by saltwater marshes. The only significant feature within a mile

of the site was a band of trees oriented east-west along the 20-ft contour to the

north of the station.

8. BSI - I m

Boston llill, located in North Andover, Massachusetts was one of the princi-

pal hilltop sites in the mesonetwork. It was also one of the most completely in-

strumented sites with temperature, dewpoint, forward-Ocatter-meter, rain gauge,

wind direction and speed, and transmissometer. The top of the hill had be'

cleared and was being used by Mitre Corporation as an instrument facility. "he

major obst='uction on the hill was a six-story concrete building, formerly used as

a radar site. This building was located 76 m soith of the mesonet site. Drainage

at the site was downslope to the north.

9. SA; - 56 no

rhi'; station was located on the easternmost peak of Sagamore lill. Located

in the same vicinity was the 18-m solar telescope operated by AFGL. This was

located just to the west of the rnesonet station site. The top of the hill had been
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cleared of trees; however, tile lower elevation was still densely forested. This

site, along with BSIT (Boston Hill), was one of our four major hilltop locations.

The surrounding hills, Eveleth to the south, Willow to the north-northeast, and

Sagamore to the west, reach heights of 59, 54, and 57 m, respectively.

10. TWK -35 m

This station was located on open flat terrain just northeast of a hill that was

approximately 53 m in height. Situated directly to the east at about 300 m was a

grove of oak and pine trees that were about 10 m in height. A complex of brooks

combine i just to the northwest, proceeds east, and then joins Meadow Brook and

drains south. Surface drainage flow in the immediate vicinity of the site was to-

ward the southeast.

11. MI[) -64 n

The station was located on the northeast slope of a hill that extends to 70 m

in height. The area surrounding the site had been cleared and converted to use

as farms. Buildings of the Essex County Industrial Farm were also located in

the vicinity of the site. Drainage in the immediate location was to the northeast

and northwest.

12. AVC .47 mi

This station was located on the southwest side of a hill that extends to 52 m

in height. The vegetation had been cleared from the hilltop for the installation of

a tower f~.cilit, by AVCO, Inc. Trees still surrounded the base of the hill in a

narrow band, and the area southwest of the site was characterized by low marshy

land. Drainage in the vicinity of the site was toward the southwest.

12A. SUD-64 m

This site was located at the U.S. Military Reservation, Natick Laboratory.

It was situated on relatively flat land, between three hills, and was bounded on

the north by the Assabet River. Flow along the riv4.r was from the southwest to

the northeast.

13. IIAC- 23 ni

This station was located on the southern edge of a marshy plain that bounds

the Ipswich River. The site was owned by the Town of Reading and was being used

as a water-pumping location. Higher ground lay to the east and southwest of the

site, while to the north the land was lower in elevation. Drainage was from the

south and west toward the northeast.
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14. BIL -32m

This station v.as situated in a cleared area on the grounds of the Shawsheen

Regional Technical School. Forests surrounded the cleared area. Drainage in

the region was accomplished by the Shawsheen River to the west, and Lubbers

Brook to the east. In general, flow was to the north. The only significant hill
is to the northeast, which extends to 58 m in height.

15. CIIS.27 m

This station was located about 15 m east of Chestnut Street, on land used by

the Town of Wilmington, Massachusetts for water resources. The area surround-

ing the site was clear of trees to about 300 m. The site itself was situated on the

northeast side of a hill which extends in height to 67 m. Drainage within a radius

of 1 km was, generally, to the northeast, with the brooks eventually draining into

the Ipswich River.

16. CCG -30in

This station was located on the grounds of Camp Curtis Guild, a Massachusetts

National Guard facility. The land surrounding the site was flat and forected, while

the Camp itself was cleared land. The weather site was located at the center of a

large open field that was surrounded by small buildings. The site was also situ-

ated on the southern end of Center Swamps, about 600 m north of Lake Quannapowitt

(elevation 25 m). Drainage was generally toward the east. No significant hills were

located within a 1-km radius.

17. V ll-38 in

This site was located on the grounds of the VA Hospital in Bedford, Massachu-

setts. The site was characterized by higher ground to the east and west. The valley

slopes downward from the north to the south-southeast, and a small spring drains

into the Shawsheen River. Wooded areas exist to the northwest, north, and east.

The area to the west and southwest was unobstructed. The VA buildings were

located about . 8 km west of the site.

18. ,I''R • 38 in

This station was located on a flat open field between Burlington Road (Route 62)

and the Mitre Corporation in Bedford, Massachusetts. The station was 40 m north

of the road. Higher ground lies to the north and south. The valley is oriented

nearly east-west, with drainage to the west. A large complex of buildings (MITRE)

was located about 450 m to the north. Several buildings were located on the other

side of Burlington Road.
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18A. SIIR - 165 n

This site was located at the Hill Street Pumping Station in Shrewsbury, Massa-
chusetts. It was located in a valley that was drained by Rawson Hfill Brook from

west to east. The site was free of trees and was open in all directions.

19. NKE-49 in

This station was located 3 km northwest of [tanscom AFB at a deactivated

NIKE site. The site was a small hill (51 m) surrounded by low (36 m) marshy
land that comprises part of the Great Meadows, which bound the Concord livez..

The river itself lies 1. 5 km to the west of the site.

20. IRKO -40 a

This site was located on the southern edge of a swampy drainage area at the
site of the Burlington Meadow Street Pumping Station. TI.e northwest and north-

east quadrants opened into a large open meadow with low ground and standing water.

The southeast and southwest quadrants are predominantly high ground, separated
by a drainage brook, which flows from south to north into the meadow.

21. NRY.38 in

This station was located 245 m north of the central portion of the east-west

runway at Hanscom AFB. The northeast quadrant consists of a level wooded area,
beginning about 100 m northeast of the site, which slopes gently downward (about

3 m) into a marshy area. The southeast and southwest quadrants were open flat

fields containing the runways, and were unobstructed for at least 1 km in all direc-

tions. The northwest quadrant contains Hartwell's Hill, located about . 8 km from

the site, which extends to a height just over 60 m.

22. WRY - 38 in

This station was located within 245 m of the west end of the east-west runway

at Hanscom AFB. The northeast and southeast quadrants, extending to 1 km, were

open flat fields comprising the remainder of the runways. The main physical
feature in the western quadrants was Pine Hfill, at a distance of 600 m, which rises
about 33 m above the station.

23. ERY -38 us

This site was located 245 ni south of the east end of the east-west runway.
The northeast quadrant was characterized by lower land with swampy conditions.

Drainage was to the northeast, and formed the headwaters of the Shawsheen River.
The southeast and southwest quadrants were dominated by the northern portion of

Kahtahdin tlill. The land begins to rise about 200 m south of ERY, and reaches

-12



a height of 226 m within 600 m. The northwest quadrant was open flat land, and

contained the air-base runways.

DN. DMP-41 m

This station was located 670 m from the end of the southwest-northeast run-

way. The northeast quadrant contained a ridge line extending from northwest to

southeast into higher ground (67 m) located in the southeast quadrant. The south-

west and northwest quadrants contained land, lower than the site, which was, in

general, quite marshy.

25. IPW- 53 ni

This station was located in the southern portion of land used by the Common-

wealth of Massachusetts DPW for highway maintenance. It was situated at the

intersection of Route 2 and 128. The areas extending 1 km to the northeast and

southeast are characterized by the residential areas of Lexington, Massachusetts.

The station was surrounded by hills to the north, west, and southwest. Fiske Hill

to the north, and Cranberry lill to the west and southwest, rise to 91 m in height.

Drainage was to the south, and the Cambridge Reservoir begins within .8 km.

26./28. TWLITWi -43 in

The tower site was located 550 m north of the center line of the east-west

runway and about 800 m north-northeast of the WRY site. The major topographical

feature affecting the tower was Hartwell's Hill (60 m in height) located about 500 m

to the northeast, and subtending an angle from 20' to 90. The remaining three

quadrants consisted of open clear fields out to 1 kin, and were slightly lower in ele-

vation (40 m) than the tower site. Pine Iill (70 m in height) was located about

1.3 km to the southwest.

43



HMP ________STATION NO. 1
40 40 20

40

-1800Gm

DEV STATION NO. IA

2-40

45



AMS STATION NO. 2
too 10- t20 too00 5

1140

- 00 0 )040j

240W
I000

tOO 8 60 4 20 0

60

__ 400

_ 0

40

46



PLM

PLM STATION NO. 3A

I / +

47



HAV STATION NO. 4

'2, /60

/so

40

~00 '2040 40 '00Z

IS

40



GEO STATION NO. 6

so 11

0,/

940

'0 0 0 .0

49



8SH STATION NO. 8

2U0 24 200 40

ZOOO

J-0

18
0  f 6O

401

600

24 20020

400

D00

150



TWK STATION NO. 10

100

lzb

140 too 100

MID STATION NO. 1 1
4 0 60

60

600-

-,No

40 '' '

51



AVC STATION NO. 12
/.* 12 40 to

80

1/10

110

, 40

00

#000

ID0

52



BIL STATION NO. 1
/0 / 0 010 100

1000

/00+

tooO

53



CCG STATION NO. 15
'000

1404



VAN STATION NO, 17oo
140 40

411

/so

00

MTR STATION NO. IS

too

lz6+06

J140

It5



SHR STATION NO. 18A

.40 /

640 640

02

~600

,400

,.00

566



RKO STATION NO. 20
140 tSO

,803

f'So

.? 0/
.40 0 4

'80SAIO O.2

200 - oCD

140

57



WRY STATION NO. 2?

*040

ERY STATION NO. 23

/100

58



DMP STATION NO. 24

'.\ ,O 40 /

j40

10
240 220 Z00 '80 850 200 220 N

DPW STATION NO. 25
zoo zo 'F20)7 f \' Pv 2402.60

.'20

- - 240

59



TWL AND TWH STATION NO. 26 AND 28

2?4O

600



References

1. Hering, W. S., Brown, H. A. and Muench, H. S. (1972) Mesoscale Fore-
casting Experiment, Bull. Am. Meteoro. Soc., 53, 12:1180-1183.

2. Hering, W. S. and Quick, D. L. (1974) Hanscom visibility forecasting ex-
periments, Proc. 5th Conf. on Weather Forecasting and Analysis,
pp. 224-227.

3. Chisholm, D. A. and Kruse, H. (1974) The Variability of VisibilitV in the
Hanscom Mesonetwork: A Preliminary Assessment, AFCHL-TR-74-0265
AD784791.

4. Tahnk, W. R. (1975) Objective Prediction of Fine Scale Variations in
Radiation Fog Intensity, AFCRL-TR-75-0269, ADA014774.

5. Chisholm, D. A. (1976) Objective Prediction of Mesoscale Variations of
Sensor Equivalent Visiility During Advective Situations, AFGL-TR-76-
0132, ADA030332.

6. Hering, W. S., Muench, H. S., and Brown, H. A. (1971) Field Test of a
Forward Scatter Visibility Meter, AFCRL-71-0315, AD726995.

7. Muench, H. A., Moroz, E. Y. and Jacobs, L. P. (1974)Development and
Calibration of the Forward Scatter Visibility Meter, AFCRL-TR-74-014,
AD783270.

8. Chisholm, D. A. and Jacobs, L. P. (1978) An Evaluation of Scattering-Type
Visibility Instruments, AFCRL-TR-75-0411, ADBO10224L.

9. Brown, H. All-, 1979) Preliminary AL,.essment of an Automated System
for Detcti..,, r'resent Weather, AFL-TR79-013,ADA078031.

10. Revised Uniform Summary of Surface Weather Observations (RUSSWO)
Part C and D, Station - Bedford, Massachusetts - Air Force Environ-
mental Technical Application Center, Scott AFB, Illinois.

11. Middleton, W. E. N. (1952) Vision through the Atmosphere University of
Toronto Press, Chapter 10, pp. 215-225.

61


